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Warning for Your Protection 

1. Read these instructions 

2. Keep these instructions 

3. Heed all warnings 

4. Follow all instructions 

5. Do not use this apparatus near water. 

6. Clean only with a dry cloth. 

тΦ 5ƻ ƴƻǘ ōƭƻŎƪ ŀƴȅ ƻŦ ǘƘŜ ǾŜƴǘƛƭŀǘƛƻƴ ƻǇŜƴƛƴƎǎΦ Lƴǎǘŀƭƭ ƛƴ ŀŎŎƻǊŘŀƴŎŜ ǿƛǘƘ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎΦ 

8. Do not install near any heat sources such as radiators, heat registers, stoves, or other apparatus (including amplifiers) that produce heat. 

9. Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has two blades with one wider than the other. 
A grounding type plug has two blades and a third grounding prong. The wide blade or the third prong are provided for your safety. If the 
provided plug does not fit into your outlet, consult an electrician for replacement of the obsolete outlet. 

10. Protect the power cord from being walked on or pinched, particularly at plugs, convenience receptacles, and the point where they exit 
from the apparatus. 

11. Only use attachments/accessories specified by the manufacturer. 

12. Use only with the cart, stand, tripod, bracket, or table specified by the manufacturer, or sold with the apparatus. 
When a cart is used, use caution when moving the cart/apparatus combination to avoid injury from tip-over.    

13. Unplug this apparatus during lightning storms or when unused for long periods of time. 

14. Refer all servicing to qualified service personnel. Servicing is required when the apparatus has been damaged 
in any way, such as power-supply cord or plug is damaged, liquid has been spilled or objects have fallen into the 
apparatus, the apparatus has been exposed to rain or moisture, does not operate normally, or has been dropped. 

The apparatus shall not be exposed to dripping or splashing. No objects filled with liquids, such as vases, shall be placed on the apparatus. 

 ά²!wbLbD ¢ƻ ǊŜŘǳŎŜ ǘƘŜ Ǌƛǎƪ ƻŦ ŦƛǊŜ ƻǊ ŜƭŜŎǘǊƛŎ ǎƘƻŎƪΣ Řƻ ƴƻǘ ŜȄǇƻǎŜ ǘƘƛǎ ŀǇǇŀǊŀǘǳǎ ǘƻ Ǌŀƛƴ ƻǊ ƳƻƛǎǘǳǊŜΦέ 

 

General Installation Instructions 

Please consider besides these general instructions also any product-ǎǇŜŎƛŦƛŎ ƛƴǎǘǊǳŎǘƛƻƴǎ ƛƴ ǘƘŜ άLƴǎǘŀƭƭŀǘƛƻƴέ ŎƘŀǇǘŜǊ ƻŦ ǘƘƛǎ ƳŀƴǳŀƭΦ 

Unpacking 

Check the equipment for any transport damage. If the unit is mechanically damaged, if liquids have been spilled or if objects have fallen into 
the unit, it must not be connected to the AC power outlet, or it must be immediately disconnected by unplugging the power cable. Repair 
must only be performed by trained personnel in accordance with the applicable regulations. 

Installation Site 

Install the unit in a place where the following conditions are met: 

¶ The temperature and the relative humidity of the environment must be within the specified limits during 
operation of the unit. Relevant values are the ones at the air inlets of the unit. 

¶ Condensation must be avoided. If the unit is installed in a location with large variation of ambient temperature 
(e.g. in an OB-van), appropriate precautions must be taken before and after operation. 

¶ Unobstructed air flow is essential for proper operation. Air vents of the unit are a functional part of the design 
and must not be blocked in any way during operation (e.g. by objects placed upon them, placement of the unit on 
a soft surface, or installation of the unit within a rack or piece of furniture). 

¶ The unit must not be heated up by external sources of heat radiation (sunlight, spot lights). 
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Ambient Temperature 

Units and systems by LightViper are generally designed for an ambient temperature range (i.e. temperature of the incoming air) of +5...+40 
°C. When rack mounting the units, the following facts must be considered: 

¶ The admissible ambient temperature range for operation of the semiconductor components is 0 °C to +70 °C 
(commercial temperature range for operation). 

¶ The air flow through the installation must provide that the outgoing air is always cooler than 70 °C. 

¶ Average heat increase of the cooling air shall be about 20 K, allowing for an additional maximum 10 K increase at 
the hot components. 

¶ In order to dissipate 1 kW with this admissible average heat increase, an air flow of 2.65 m³/min is required. 
Example: A rack dissipating P = 800 W requires an air flow of 0.8 * 2.65 m³/min which corresponds to 2.12 
m³/min. 

¶ If the cooling function of the installation must be monitored (e.g. for fan failure or illumination with spot lamps), 
the outgoing air temperature must be measured directly above the modules at several places within 

Earthing and Power Supply 

Earthing of units with mains supply (class I equipment) is performed via the protective earth (PE) conductor integrated in the mains cable. 
Units with battery operation (< 60 V, class III equipment) must be earthed separately. Earthing the unit is one of the measures for protection 
against electrical shock hazard (dangerous body currents). Hazardous voltage may not only be caused by defective power supply insulation, 
but may also be introduced by the connected audio or control cables. 

This equipment may require the use of a different line cord, attachment plug, or both, depending on the available power source at 
installation. If the attachment plug needs to be changed, refer servicing to qualified service personnel 

LŦ ȅƻǳǊ ǳƴƛǘ Ƴŀƛƴǎ ǎǳǇǇƭȅ ƛǎ ǇǊƻǾƛŘŜŘ Ǿƛŀ ŀ bŜǳǘǊƛƪ tƻǿŜǊ/ƻƴϰ ŎƻƴƴŜŎǘƻǊ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǇǊŜŎŀǳǘƛƻƴǎ Ƴǳǎǘ ōe followed: 

¶ The PowerCon must be installed and fully engaged before AC power is applied to the unit. 

¶ The unit must be disconnected from the mains supply before disengaging the PowerCon connector. 

Class I Equipment (Mains Operation) 

Should the equipment be delivered without a matching mains cable, the latter has to be prepared by a trained person using the attached 
female plug (IEC320/C13 or IEC320/C19) with respect to the applicable regulations in your country. 

Before connecting the equipment to the AC power outlet, check that the local line voltage matches the equipment rating (voltage, 
frequency) within the admissible tolerance. The equipment fuses must be rated in accordance with the specifications on the equipment. 

Equipment supplied with a 3-pole appliance inlet (protection conforming to class I equipment) must be connected to a 3-pole AC power 
outlet so that the equipment cabinet is connected to the protective earth. 

WARNING  

If the ground is defeated, certain fault conditions in the unit or in the system to which it is connected can 
result in full line voltage between chassis and earth ground. Severe injury or death can then result if the 
chassis and earth ground are touched simultaneously. 
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Registration 

Be sure to register your LightViper product, either by filling in the enclosed Registration Card or by completing the on-line registration form 
at our Web site: 

http://lightviper.com/register.aspx 

If you do so, FiberPlex can contact you with any update information. As enhancements and upgrades are developed, you will be contacted at 
the registration address. Please read this manual - ƛŦ ȅƻǳ Ŏŀƭƭ ŦƻǊ ǘŜŎƘƴƛŎŀƭ ǎǳǇǇƻǊǘΣ ǿŜΩƭƭ ŀǎǎǳƳŜ ǘƘŀǘ ȅƻǳ ƘŀǾŜΦ  

Please address any inquiries to your dealer or directly to FiberPlex at: 

FiberPlex Inc. 

10840-412 Guilford Rd. 

Annapolis Junction, MD 20701 

301.604.0100 Fax: 301.604.0773 

sales@fiberplex.com 

Limited Lifetime Warranty (US Domestic Only) 

FiberPlex products are warranted against defects in material and workmanship for their lifetime. This warranty covers the original purchaser 
only and is not transferable. The lifetime of a product is defined as the period during which the product is manufactured, or can be repaired. 

FiberPlex will, at its discretion, repair or replace a defective product. 

FiberPlex warrants that its software and firmware, designed by FiberPlex for use with an instrument will execute its programming 
instructions when properly installed on that instrument. FiberPlex does not warrant that the operation of the instrument, the software, or 
the firmware ǿƛƭƭ ōŜ ǳƴƛƴǘŜǊǊǳǇǘŜŘ ƻǊ ŜǊǊƻǊ ŦǊŜŜΦ CƛōŜǊtƭŜȄΩǎ ǇǊƻŘǳŎǘǎ ŀǊŜ ƴƻǘ ŀǳǘƘƻǊƛȊŜŘ ŦƻǊ ǳǎŜ ŀǎ ŎǊƛǘƛŎŀƭ ŎƻƳǇƻƴŜƴǘǎ ƛƴ ƭƛŦŜ ǎǳǇǇƻǊǘ Řevices 
or systems without the express written approval of the president of FiberPlex, Inc. 

This warranty does not cover damage from acts of God, accident, abuse, neglect, contamination, unauthorized modification or misuse, 
operation outside of the environmental specifications for the product, improper site preparation or maintenance, or abnormal conditions of 
handling. This would include over-voltage failures, and conditions outside of the products specified ratings, problems with buyer-supplied 
software or interfacing, or normal wear and tear of mechanical components.  

To return a defective product, please contact our Sales Department for a Return Materials Authorization number (RMA), by calling 301-604-
0100, or email: Sales@fiberplex.com Failure to properly package and protect the product during shipping may void this warranty. The RMA 
number must be written on the outside of the carton. We cannot accept delivery of any equipment that is sent to us without an RMA 
number.  The Buyer shall prepay shipping charges to FiberPlex, and FiberPlex shall pay the return shipping charges.  

¢ƘŜ ǊŜƳŜŘƛŜǎ ǇǊƻǾƛŘŜŘ ƘŜǊŜƛƴ ŀǊŜ ǘƘŜ ōǳȅŜǊΩǎ ǎƻƭŜ ŀƴŘ ŜȄŎlusive remedies. FiberPlex shall not be liable for any direct, indirect, special, 
incidental, or consequential damages. 

Service 

The LightViper equipment contains no user-serviceable components: refer to qualified service personnel for repair or upgrade. Your warranty 
will be voided if you tamper with the internal components. If you have any questions with regard to the above, please contact FiberPlex.  

In the event your LightViper equipment needs to be upgraded or repaired, it is necessary to contact FiberPlex prior to shipping, and a Return 
Materials Authorization (RMA) number will be assigned. This number will serve as a reference for you and helps facilitate and expedite the 
return process. FiberPlex requires that shipments be pre-paid and insured τunless otherwise authorized in advance.  

 

IMPORTANT:  
ANY SHIPMENT THAT IS NOT PRE-PAID OR IS SENT WITHOUT AN RMA NUMBER WILL NOT BE ACCEPTED. 

 

  




